SPOLKA Z 0.0.

[ —

Materiaty kwasoodporne

wymiar grubosc i waga
A mm B mm 1 1,2 1,5 2 2,5 3 4 5 6
15 10 0,370 | 0,440 | 0,540
20 10 0,453 | 0,538 | 0,661
20 15 0,533 | 0,634 | 0,781 | 1,016
25 10 0,533 | 0,634 | 0,781
25 15 0,613 | 0,729 | 0,901 | 1,176
25 20 0,693 | 0,825 | 1,020 | 1,335
30 10 0,613 | 0,729 | 0,901 | 1,176
30 15 0,693 | 0,825 | 1,020 | 1,335
30 20 0,772 | 0,921 | 1,140 | 1,495 | 1,837 | 2,167
30 25 0,840 | 1,000 | 1,240 | 1,630
35 15 0,760 | 0,910 | 1,130 | 1,480
35 20 0,852 | 1,017 | 1,259 | 1,654 | 2,036 | 2,406
o 40 10 0,760 | 0,910 | 1,130 | 1,480
& 40 15 0,852 | 1,017 | 1,259 | 1,654 | 2,036 | 2,406
= 40 20 0,932 | 1,112 | 1,379 | 1,814 | 2,236 | 2,645
@© 40 27 1,044 | 1,246 | 1,547 | 2,307 | 2,515 | 2,980
= 40 30 1,091 | 1,304 | 1,618 | 2,133 | 2,635 | 3,124
%‘ 45 15 0,910 | 1,090 | 1,350 | 1,780
= 45 20 0,990 | 1,180 | 1,460 | 1,920
= 50 10 0,910 | 1,090 | 1,350 | 1,780
& 50 20 1,091 | 1,304 | 1,618 | 2,133 | 2,635 | 3,124
o 50 25 1,171 | 1,399 | 1,738 | 2,292 | 2,834 | 3,363
50 30 1,251 | 1,495 | 1,858 | 2,452 | 3,033 | 3,602
50 40 1,410 | 1,686 | 2,097 | 2,771 | 3,432 | 4,081
B0 20 1,251 | 1,495 | 1,858 | 2,452 | 3,033 | 3,602
B0 30 1,410 | 1,686 | 2,097 | 2,771 | 3,432 | 4,081
B0 40 2,336 | 3,090 | 3,831 | 4,559 | 5,979
70 20 2,050 | 2,710 | 3,360 | 4,000
70 30 2,290 | 3,030 | 3,760 | 4,480
70 40 2,575 | 3,409 | 4,229 | 5,038
80 20 2,290 | 3,030 | 3,760 | 4,480
80 30 2,530 | 3,350 | 4,160 | 4,960
80 40 2,814 | 3,728 | 4,628 | 5516 | 7.255 | 8,943 |10,583
80 50 3,010 | 4,000 | 4,960 | 5,920 | 7.790 | 8,620 [11,390
80 B0 3,293 | 4,366 | 5,426 | 6,473 | 8,531 [10,538 | 12,496
\_ 100 20 2,760 | 3,650 | 4,540 | 5,410 J
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